
 
 

                  

Alloy AlMgSi0,5 F22 / ENAW 6060 T66 EN 755-8 

OD ISO k12 

ID  ISO H11            also ultra low tolerance straightened  

Straightness  0,2mm/m  straightened 0,1mm/m 

Concentricity 0,4mm/m  
 

 

OD Ø   mm Wall Thickness mm ID Ø   mm Code 

27 3 21 017548 

 

35 6 23 009857 

 

40 3 34 013949 

40 6 28 006888 

 

50 3 44 016057 

50 5 40 006887 

 

55 8 39 12952 

 

60 3 54 008887 

60 5 50 006435 

60 10 40 006883 

 

62 6 50 006929 

 

70 5 60 007125 



 

OD Ø   mm Wall Thickness mm ID Ø   mm Code 

70 8 54 007126 

70 10 50 007055 

 

75 7 61 010105 

 

80 3 74 008855 

80 5 70 006802 

80 10 60 006886 

 

81 8 65 006470 

 

90 6 78 007467 

90 10 70 006884 

 

100 5 90 006471 

100 10 80 006472 

 

102 8,5 85 006473 

 

110 10 90 007127 

 

114 10 94 011820 

 

120 5 110 006803 

120 7 106 006804 

120 8 104 006474 

120 10 100 006882 

120 15 90 007129 

 

122 7 108 007130 

 

125 10 105 007131 

 

130 10 110 006880 

130 15 100 007132 

 

140 10 120 007056 

 

144 11 122 006806 

 

150 7,5 135 006371 

150 10 130 006801 

150 15 120 008727 

 

152 11 130 13639 

 

160 8 144 006805 

160 10 140 006881 

 

170 10 150 006885 

 
 

   



WMH Group Germany is looking forward to receiving your enquiries. 
 

WMH Germany   raphael.klinkhammer@wmh.de  +49 201 2019 119 
WMH UK   al.lemberg@wmh-group.com  +44 1527 910947 
WMH Poland    peter.hemming@wmh-group.com  +44 1527 910947 
WMH France   cecile.brissaud@wmh-group.com  +33 9 83 95 51 45 
WMH Spain    sam.mitchell@wmh-group.com      +44 7708 588787 

OD Ø   mm Wall Thickness mm ID Ø   mm Code 

180 8 164 006477 

180 10 160 006478 

180 15 150 18448 

 

190 8 174 13421 

190 10 170 017776 

 

200 10 180 009808 

200 12,5 175 009809 

200 15 170 18702 

 

220 10 200 18701 

 

250 10 230 18703 
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